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Optical Transceiver 

3Gbps 20km Bidi HSFP_DWDM 2WL 1270L/H~1610L/H 

3Gbps 20km Bidi HSFP_DWDM 2WL 1270H/L~1610H/L 

Update. 2018-06-14 

 Features 

 Up to 3.072Gb/s, up to 20km Reach, Power Budget >22dB 

 Cooled DWDM Low Wavelength DML LD and High Wavelength PIN-PD Receiver with TIA 

 Cooled DWDM High Wavelength DML LD and Low Wavelength PIN-PD Receiver with TIA 

 Integrated WDM Bi-directional Transceiver for a single fiber with LC/PC receptacle(9/125㎛ SMF)  

 Compliant to SFP MSA  

 SFF-8472 for 2-wire interface for DDM(Digital Diagnostic Monitoring) compliant  

 
 Applications 

 Fibre Channel and Gigabit Ethernet 
 CPRI/OBSAI 2.5Gbps, 3.072Gbps 
 LTE 

 
 Ordering Information 

P/N Spec 

HBD60-AE2MW-SEL 3.072Gbps 20km 1270L/H Bidi HSFP+, 1265(L) DML Tx/1275(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SEH 3.072Gbps 20km 1270H/L Bidi HSFP+, 1275(H) DML Tx/1265(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SFL 3.072Gbps 20km 1290L/H Bidi HSFP+, 1285(L) DML Tx/1295(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SFH 3.072Gbps 20km 1290H/L Bidi HSFP+, 1295(H) DML Tx/1285(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SGL 3.072Gbps 20km 1310L/H Bidi HSFP+, 1305(L) DML Tx/1315(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SGH 3.072Gbps 20km 1310H/L Bidi HSFP+, 1315(H) DML Tx/1305(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SHL 3.072Gbps 20km 1330L/H Bidi HSFP+, 1325(L) DML Tx/1335(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SHH 3.072Gbps 20km 1330H/L Bidi HSFP+, 1335(H) DML Tx/1325(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SIL 3.072Gbps 20km 1350L/H Bidi HSFP+, 1345(L) DML Tx/1355(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SIH 3.072Gbps 20km 1350H/L Bidi HSFP+, 1355(H) DML Tx/1345(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SLL 3.072Gbps 20km 1410L/H Bidi HSFP+, 1405(L) DML Tx/1415(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SLH 3.072Gbps 20km 1410H/L Bidi HSFP+, 1415(H) DML Tx/1405(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SML 3.072Gbps 20km 1430L/H Bidi HSFP+, 1425(L) DML Tx/1435(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SMH 3.072Gbps 20km 1430H/L Bidi HSFP+, 1435(H) DML Tx/1425(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SNL 3.072Gbps 20km 1450L/H Bidi HSFP+, 1445(L) DML Tx/1455(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SNH 3.072Gbps 20km 1450H/L Bidi HSFP+, 1455(H) DML Tx/1445(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SPL 3.072Gbps 20km 1470L/H Bidi HSFP+, 1465(L) DML Tx/1475(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SPH 3.072Gbps 20km 1470H/L Bidi HSFP+, 1475(H) DML Tx/1465(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SQL 3.072Gbps 20km 1490L/H Bidi HSFP+, 1485(L) DML Tx/1495(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SQH 3.072Gbps 20km 1490H/L Bidi HSFP+, 1495(H) DML Tx/1485(L) PIN Rx P.B>22dB 
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HBD60-AE2MW-SRL 3.072Gbps 20km 1510L/H Bidi HSFP+, 1505(L) DML Tx/1515(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SRH 3.072Gbps 20km 1510H/L Bidi HSFP+, 1515(H) DML Tx/1505(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SSL 3.072Gbps 20km 1530L/H Bidi HSFP+, 1525(L) DML Tx/1535(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SSH 3.072Gbps 20km 1530H/L Bidi HSFP+, 1535(H) DML Tx/1525(L) PIN Rx P.B>22dB 

HBD60-AE2MW-STL 3.072Gbps 20km 1550L/H Bidi HSFP+, 1545(L) DML Tx/1555(H) PIN Rx P.B>22dB 

HBD60-AE2MW-STH 3.072Gbps 20km 1550H/L Bidi HSFP+, 1555(H) DML Tx/1545(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SUL 3.072Gbps 20km 1570L/H Bidi HSFP+, 1565(L) DML Tx/1575(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SUH 3.072Gbps 20km 1570H/L Bidi HSFP+, 1575(H) DML Tx/1565(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SVL 3.072Gbps 20km 1590L/H Bidi HSFP+, 1585(L) DML Tx/1595(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SVH 3.072Gbps 20km 1590H/L Bidi HSFP+, 1595(H) DML Tx/1585(L) PIN Rx P.B>22dB 

HBD60-AE2MW-SWL 3.072Gbps 20km 1610L/H Bidi HSFP+, 1605(L) DML Tx/1615(H) PIN Rx P.B>22dB 

HBD60-AE2MW-SWH 3.072Gbps 20km 1610H/L Bidi HSFP+, 1615(H) DML Tx/1605(L) PIN Rx P.B>22dB 

 
 
 Remarks 

① DML 로 EML 대비 경제적 

② 상용 CWDM MUX 연동 가능 

③ Optical channel 2 배 증가, 광선로 절감. 
 
 
 
 
 
 


